ARCH SOLID PLASTIC 

HEADRAIL BRACED TOILET PARTITION SPECIFICATIONS

SECTION 10 21 13.19
PART 1 
GENERAL

1.01

SUMMARY
A.  

Section Includes

Furnish, deliver and install all Toilet Partitions as indicated on the drawings and as required by actual conditions at the building.  The Toilet Partitions shall include the furnishing of all necessary screws, special screws, bolts, special bolts, expansion shields and all other devices necessary for the proper installation and application of the Toilet Partitions.

B.  

Related Sections

Section: 10 51 13  Metal Lockers     

Section: 10 28 00  Toilet, Bath and Laundry Accessories                

1.02

REFERENCES
A.  

Standard

All Toilet Partitions must be scheduled, supplied and installed in accordance with: Local Building Code, CGSB (Canadian Government Specifications Board), CSA (Canadian Standards Association), ANSI (American National Standards Institute), ADA (Americans with Disabilities Act).  In all cases the above references shall be taken to mean the latest edition of that particular standard including all revisions.

1.03 

SUBMITTALS
A. 

General Requirements

Make all submittals in accordance with Section: 01300

B. 

 Schedules

1. Submit (4) copies of detailed shop drawings for the Consultant's/Owner's review within (2) weeks of being awarded this subcontract.  

C.  

Product Data

1. Submit (2) copies of product sheets and/or catalogue cuts, of all products listed in the shop drawings.

D.  

Samples

1. Upon request, a returnable sample of the Toilet Partitions shall be submitted to the Consultant/Owner for approval not later than (10) days after requested.  All samples must be properly identified including: name of supplier, and name of manufacturer.

E. 

Operations and Maintenance Data

1. At completion of the job, furnish to the owner (2) copies of an Owners Operation and Maintenance Manual.  The Manual shall consist of a hard cover three ring binder with the project name in the front.  Include in the manual the following information: Maintenance instructions, Catalogue pages for each product, Name/Address and phone number of the Manufacturer and their Sales Agent, Copy of the final shop drawings.

1.04 

QUALITY ASSURANCE
A.  

Substitutions

1. Manufacturers and model number listed are to establish a standard of quality.  Similar items by approved manufacturers that are equal in design, function, quality and finish may be accepted upon prior written approval from the Architect/Owner.

2. All requests for acceptable substitutions must be made in writing and submitted to the Architect at least 14 days prior to tender closing.  If requested, all requests for substitutions must be accompanied by product literature and actual product samples.

B.  

Supplier Qualifications

1. Toilet Partition shop drawings and Toilet Partitions shall be procured from a source of supply approved by the Consultant/Owner/Architect.  Supplier is responsible for the complete Toilet Partition subcontract.

1.05 

DELIVERY, STORAGE AND HANDLING
A.  

Marking and Packaging

1. Toilet Partitions must be delivered to the job site in the manufacturers' original packages and marked to correspond with the approved shop drawings.

B. 

 Delivery

1. Toilet Partitions must be delivered in an amount of time deemed appropriate by the Consultant/Owner.  

1.06 

WARRANTY

A.  

Written Guarantee

1. The Toilet Partition manufacturer shall guarantee all Arch Solid Plastic Toilet Partitions by written certification, for a period of 25 years against breakage, delamination, and corrosion of solid plastic parts Warranty is for manufacturer’s material only and does not include installation errors, improper usage or vandalism. 

1.07 

MAINTENANCE
A.  

Maintenance

1. Upon request, at completion of the project, the Toilet Partition supplier may be required to brief Owner's maintenance staff regarding proper care of Toilet Partitions, such as: required lubrications, adjustments, cleaning, etc...

PART 2 
PRODUCTS

2.01 

MANUFACTURER
A.  

Approved Manufacturers

1. Only those manufacturers names and product numbers listed herein, are approved for use on this project.  All other manufacturers must request approval as per section (1.04 - A - Substitutions).  Absolutely no variations from listed and preapproved items will be permitted.

2.02 

MATERIALS
A.
Construction: Doors, panels and pilasters shall be certified CLASS B polyethylene solid plastic. The material shall contain no foaming agents, which can cause the formation of air pockets. The self-lubricating surface is resistant to marking and can be maintained effectively with ordinary household cleaners. Material is ideal for toilet partition installations, especially those exposed to heavy use and requiring upscale design.

B.  
Doors: Shall be 19mm (3/4”) thick by 1499mm (59”) high with uniformly machined full radius edges and gentle curves top and bottom.

C.
Panels: Shall be 19mm (3/4”) thick by 1499mm (59”) high with uniformly machined radius edges and gentle curves top and bottom.

D. 
Pilasters: Shall be 25mm (1”) thick by  2083mm (82”) high with integrated lap design to completely close off all sightline gaps at door to pilaster connections.

E. 
Headrail: Shall be 25mm (1”) tubular extruded anodized aluminum with anti-grip design. Strong structural tube design shall be securely attached to wall and pilasters with manufacturer’s fittings in such a way as to make a  rigid installation. All joints in headrails shall be made at a pilaster bracket.

F.
Hardware and Fittings: Panel, pilaster brackets and door hardware shall be Zamac 5 with #4 brushed nickel finish. Doors shall be equipped with gravity type hinges adjusted to the closed position. Upper hinge pin to be metal with self-lubricating nylon sleeve. Latch shall be equipped with a red/green occupancy indicator with an inconspicuous emergency access feature.  Hadrian’s unique designer coat hook & bumper features a solid cast zinc hook and oversized black rubber bumper that functions as both a door stop and bag hook. Fasteners are flush-mounted theft-proof Torx or 6-lobe security head stainless steel screws. Pilasters shall be securely and rigidly fastened to the floor on vertically adjustable floor brackets. The floor fastening shall be concealed and protected by a 4” (102mm) high #4 brushed stainless steel pilaster shoe.

2.03 

FINISH
A.  
Doors, panels, and pilasters shall be certified CLASS B polyethylene solid plastic with uniform color throughout.  Color shall be as selected from Hadrian’s color card.
PART 3  
EXECUTION

3.01 

EXAMINATION

A.  

Site Preparation

1. The contractor must examine all site conditions that would prevent the proper application and installation of Toilet Partitions.  Any defect must be immediately identified and corrected, prior to the installation of the Toilet Partitions.

3.02 

INSTALLATION
A. 

Mounting Locations

1. All Toilet Partitions must be mounted according Manufacturers standard locations and those specified on the drawings.

3.03 

FIELD QUALITY CONTROL
A.  

Inspection

1. After installation has been completed, provide for a site inspection of all Toilet Partitions to determine that all items have been supplied and installed as per the enclosed details.  Also, check the operation and adjustment of all Toilet Partitions.  Any discrepancies, or malfunctioning product, must be reported to the Architect immediately.

3.04 

ADJUSTMENT AND CLEANING
A.  

Final Preparation

1. At final completion, Toilet Partitions shall be left clean and free from disfigurement.  Make all final adjustments.  Where Toilet Partitions are found defective, repair or replace or otherwise correct as directed.

3.05 

PROTECTION
A.  

Site Protection

1. The Contractor must provide for the proper protection of all Toilet Partitions until the owner accepts the project as complete.

3.06 

TOILET PARTITION SCHEDULE

A.  

Schedule

1. Provide Toilet Partitions as specified in all above sections and as per the detailed Architectural Drawings.
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